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SIP Configuration — L inksys SPA8000

L INKSYS'

A Division of Cisco Systems, Inc.

Linksys Phone Adapter CorC=mmm,

Router Voice |
Info | System | SIP | Provisioning | Regional | L1 |12 L3 | L4 L5 |L6 | L7 |L8 Userlogin  basic | advanced
Product Information
Product Mame: SPAGOOO Serial Mumber: CQHO17300034
Saoftware Version: 5.1.9 Hardware Version: 1.0.0
MAC Address: 0016B62994E8 Client Certificate: Installed
Customization: Open
System Status
Current Time: 1/1/200313;40:50 Elapsed Time: 00:00:00
RTE Packets Sent: 0 RTP Bytes Sent: o
RTP Packets Recv: O RTP Bytes Recv: o
SIP Messages Sent: 0 SIP Bytes Sent: o
SIP Messages Recv: 0 SIP Bytes Recv: 0
External 1P:
Line 1 Status
Hook State: On Fegistration State: Mot Registered
Last Registration At: Mext Registration In:
Mezzage Waiting: Mo Call Back Active: Mo
Last Called Number: Last Caller Number:
Mapped SIP Port:
Call 1 State: Idle Call 2 State: 1dle
Call 1 Tone: Mone Call 2 Tone: Mone

Call L Encoder:

Call 1 Decoder;

Call 1 FAX:

Call 1 Type:

Call 1 Remuote Hold:
Call 1 Callback:

Call 1 Peer Name:
Call 1 Peer Phone:
Call 1 Duration;
Call 1 Packets Sent:
Call 1 Packets Reow:
Call 1 Bytes Sent:
Call 1 Bytes Reov:
Call 1 Decode Latency:
Call 1 Jitter:

Call 1 Round Trip Delay:

Call 1 Packets Lost:
Call 1 Packet Error;

Call 1 Mapped RTF Port:

Call 1 Media Loopback:

Call 2 Encoder:

Call 2 Decoder;

Call 2 Fax:

Call 2 Type:

Call 2 Remote Hold:
Call 2 Callback:

Call 2 Peer Name:

Call 2 Peer Phone:

Call 2 Duration:

Call 2 Packets Sent;
Call 2 Packets Recov:
Call 2 Bytes Sent:

Call 2 Bytes Recw:

Call 2 Decode Latency:
Call 2 Jitter:

Call 2 Round Trip Delay:
Call 2 Packets Lost:

Call 2 Packet Error:

Call 2 Mapped RTP Port:
Call 2 Media Loopback:
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Linksys Phone Adapter Configuration

Info | System | SIP | Provisioning | Regional| L1 |12 |13 |14 | L5 |16 | L7 |18

Line Enable:

‘Streaming Audio Server (SAS)

|SAS Enable:
SAS Inbound RTP Sink:

MAT Settings
MAT Mapping Enable:
IMNAT Keep Alive M=sg:

Metwork Settings
ISIP ToS/DiffSery Value:
BTP Tos/Diffserv Value:

Metworke Jitter Level:

SIP Settings

\SIP Transport:

'SIP 100REL Enable:
|Auth Resyno-Reboot:
ISIP Remate-Party-10:
|SIP Debug Option:
|Restrict Source IP:
Refer Target Bye Delay:
ERefer—TD Target Contact:
\Auth INVITE:

Call Feature Settings
|Blind Attn-Xfer Enable:

%fer When Hangup Conf:

;Cunference. Bridge Forts:

Proxy and Registration
|Proxy:
Cutbound Prosoy:
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SAS DLG Refresh Intvl:

MAT Keep Alive Enable:
MAT Keep Alive Dest:

SIP CoS Value:
RTP Cos= Value:

Jitter Buffer Adjustment:

SIP Port:

EXT SIP Port:

SIP Proxy-Require:
SIP GUID:

= | RTP Log Intul;

Referor Bye Delay:
Referee Bye Delay:
Sticky 183:

MOH Server:

Conference Bridge URL:

User Login basic | advanced
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